
      Economical, silent, invisible

      Gentle, safe overall warmth

      Easy to install & control

      Maintenance free

      Guaranteed for 10 years

ECOFLEX
u n d e r f l o o r  h e a t i n g  c a b l e

W a l k i n g  o n  S u n s h i n e

A F F O R D A B L E  L U X U R Y  F R O M  T H E  U N D E R F L O O R  H E A T I N G  S Y S T E M S  P R O D U C T  R A N G E  B Y  F L E X E L

SAFETY
Ecoflex conforms with the relevant international safety approvals:

IEC 60800     IEC 811     FN 60335

CONTACT
If you wish to receive more information about Ecoflex or any of our products please contact:

Flexel International Ltd,
Queensway Industrial Estate,

       Glenrothes,
Fife,
Scotland
KY7 5QF,

T +44(0) 1592 757313

F +44(0) 1592 754535

E sales@flexel.co.uk

W www.flexel.co.uk

NOTE
This brochure is designed to assist you with your choice of Flexel Underfloor Heating
Systems products and is not intended as an installation guide. For safety, products should
only be installed by a competent person, in accordance with current regulations and the
manufacturers instructions. If you require further advice concerning the installation of our
products please contact Flexel International Ltd or consult your distributor / installer.

WE RESERVE THE RIGHT TO MODIFY OR CHANGE ANY DETAILS CONTAINED
IN THIS BROCHURE

PRODUCTS
Flexel International Ltd produce the following products in the Flexel Underfloor
Heating Systems range:

Ecoflex cable kits are ideal for smaller installations or in rooms with an irregular
layout. The flexibility of the system makes it possible to heat the maximum floor
area.

Ecofloor mats are ideal for both small, and larger installations where unobscured
floor space enable the simple un-rolling of the mat. The self adhesive design and
pre-spaced heating cable ensure speed and ease of installation.

Ecofilm and EcofilmSet is the ideal way to heat solid timber, engineered boards
and laminate floors. The ultra-thin, but tough, carbon based heating film can be
installed directly under wood or laminate floors resulting in minimal floor height
increase therefore minimising installation time and costs.

ECOFLEX
u n d e r f l o o r  h e a t i n g  c a b l e

SETECOFILM
underfloor heating element

ECOFLOOR
u n d e r f l o o r  h e a t i n g  m a t

ECOFILM
underfloor heating element
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Choosing the correct Ecoflex solution could not be simpler!

Ecoflex Underfloor Heating Cables come in modular packs. All you need to do is calculate the total,
usable room floor area with allowance to avoid fixed furniture such as kitchen units and bathroom
sanitary fitments with a 5% allowance for perimeter clearance. Please measure carefully and spend
time at this planning stage as correct cable kit selection is important.

Simply select the correct code from the table below.

The kit can be installed to give outputs of:

     160 W/m2 for optimum heat output

     130 W/m2 for comfort heating

     100 W/m2 for background heating

e.g Kitchen with 15m2 gross floor area. Usable floor area after allowance for all fixed floor units - 11m2

gross. Deduct 5% for perimeter fixing clearance - 10.45m2. Select nearest size down. For background
heat EK10950 (9.6m2 at 11cm)

Choosing the Correct Ecoflex Solution

Each Ecoflex Underfloor Heating
Cable pack comes complete with:

    Drum of heating cable

   Thermostatic Programmer

    (TH132AF or TH132F)

    Floor Sensing probe (3m)

    Floor Sensor Protective Tube

    Adhesive Fixing Tape

    Full instructions

    Manufacturers Guarantee

It is recommended that you install
insulated tile backer board before
laying Ecoflex. This will ensure quicker
warm up times and reduce running
costs.

Flexel recommends the use of
Marmox or Knauf Aquapanel Thermal
insulated tile backer boards.

WHAT DO I NEED?

Choosing the correct Ecoflex solution could not be simpler!

Ecoflex Underfloor Heating Cables come in modular packs. All you need to do is calculate the total,
usable room floor area with allowance to avoid fixed furniture such as kitchen units and bathroom
sanitary fitments with a 5% allowance for perimeter clearance. Please measure carefully and spend
time at this planning stage as correct cable kit selection is important.

Simply select the correct code from the table below.

The kit can be installed to give outputs of:

     160 W/m2 for optimum heat output

     130 W/m2 for comfort heating

     100 W/m2 for background heating

e.g Kitchen with 15m2 gross floor area. Usable floor area after allowance for all fixed floor units - 11m2

gross. Deduct 5% for perimeter fixing clearance - 10.45m2. Select nearest size down. For background
heat EK10950 (9.6m2 at 11cm)

Code

EK 10200
EK 10250
EK 10320
EK 10400
EK 10450
EK 10600
EK 10750
EK 10950
EK 101100
EK 101300
EK 101700
EK 102000

EK 102300

EK 102600

EK 102950

EK 103300

Code

EK 10200
EK 10250
EK 10320
EK 10400
EK 10450
EK 10600
EK 10750
EK 10950
EK 101100
EK 101300
EK 101700
EK 102000

EK 102300

EK 102600

EK 102950

EK 103300

Output
(W)

200
250
320
400
450
600
750
950
1100
1300
1700
2000

2300

2600

2950

3300

7(160)

1.4
1.7
2.3
2.6
3.3
4.5
5.4
6.1
8.1
9.2
11.2
13.7

15.6

18.1

19.8

22.9

9(130)

1.7
2.2
2.9
3.4
4.2
5.8
6.9
7.9

10.4
11.9
14.3
17.6

20.1

23.3

25.4

29.4

11(100)

2.1
2.6
3.5
4.1
5.1
7.1
8.4
9.6

12.6
14.5
17.5
21.4

24.5

28.5

31.0

35.9

Cold
Resistance (   )

264
212
165
132
118
88
70
56
48
41
31
26

23

20

18

16

Heated Floor area coverage (m2)
Cable Spacing - cm and heat output (W/m2)

(EK1700+ AD600)

(EK2000+ AD600)

(EK2000+ AD950)

(EK2000+ AD1300)
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Flexel International Ltd have been manufacturing and

supplying the world market with its unique underfloor heating

systems for over 30 years.

Ecoflex provides the luxury of electric, underfloor heating to

bathrooms, kitchens & conservatories or almost anywhere a

tile floor is being laid.

Ecoflex is simple to install (see page 5). Being electric with

no moving parts, it is maintenance free and surprisingly

economical to run. An elegantly styled thermostatic controller

puts you in complete control.

Ecoflex is ideal for the family home. Being a radiant heating

source, no dust is circulated. It is draft free and safe with no

hot surfaces within reach of children. In fact, it is ideal for any

home, new or existing as the heat source is placed under the

floor allowing for freedom of design and planning.

There you have it. Ecoflex is economical, safe, silent, easy to

install & use and is of the highest quality with a 10 year guarantee.

With Ecoflex you will be . . .

W a l k i n g  o n  S u n s h i n e

EXPERIENCE THE LUXURY THAT
IS ECOFLEX UNDERFLOOR HEATING
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FLEXEL
U N D E R F L O O R  H E A T I N G  S Y S T E M S






